
ADDENDUM #1
TO SPEC. 05-176

ANNUAL REQUIREMENTS FOR MODIFIED MAGNESIUM
CHLORIDE SOLUTION
80% & 90% SOLUTION

Addendum #1 to Spec. 05-176  for Annual Requirements for Modified Magnesium
Chloride Solution, 80% & 90% Solution, bids to be opened on Wednesday, July 20,
2005 at 12:00 noon.

Under Item 3. General Requirements - make the following changes:
Delete 3.1.8
Delete 3.3 and replace with 3.3 on the following page.
Add 3.4 that is on the following page.

All other terms and conditions to remain unchanged.

Dated this 7 th day of July, 2005.

Purchasing Department

Tom Kopplin
Assistant Purchasing Agent



ADDENDUM NO. 1
ANNUAL REQUIREMENTS FOR MODIFIED MAGNESIUM

CHLORIDE SOLUTION
80% & 90% SOLUTION

ADDITIONAL INFORMATION

3.3 Pre-Approved Products
3.3.1 To bid a product vendors/suppliers and their deicer/anti-icer materials must

first be pre-approved by the Nebraska Department of Roads.
3.3.2 Products currently approved are:

3.3.2.1 Caliber M1000 (AP M-1000 LSW)
3.3.2.1 Ice Ban M200 90:10

3.4 Procedure for Pre-Approval
3.4.1 If a non-approved supplier/vendor receives a request for bid and are not pre-

approved by the Department, the vendor/supplier may contact Bub Edwards
at 402-441-8194 for information concerning the approval process.
3.4.1.1 Products submitted for approval must meet all of the requirements

of this specification and pass field performance evaluation
standards during winter months usage.

3.4.2 For qualification testing of non-approved product each bidder will be required
to furnish a one-gallon sample of the Modified Magnesium Chloride Solution
that they propose to furnish to the Department. 
3.4.2.1 Additional quantities may be requested.

3.4.3 Samples shall be sent to Bub Edwards, Street Maintenance Operations, 901
N. 6th St., Lincoln, NE 68508.


